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BIOLOGICAL SAFETY CABINET CLASS II A2

CHARACTERISTICS

• CLASS II Biological safety cabinet, according to
EN 12469 standard.

• Work area and work surface made of stainless
steel AISI 304.

• Front panel of multi-layer doubling toughened
glass. Electronically moving with alarm.

• Recycled air is filtered through an absolute HEPA
H14 filter (99.995% MPPS efficiency EN 1822
Standard) and is sent to the work area at a speed
of 0.45 m/s + 0.1.

• Partial re-circulation of air according to
regulations: 30% exhaust and 70% re-circulation.

• Exhausted air is filtered by a separate absolute
HEPA H14 filter (99.995% efficiency MPPS EN 1822
Standard), especially for such purpose.

• Work area maintains laminar flow conditions
with ISO 4 type air purity (according to ISO 14644)
or Class 10 (according to Fed. Std. 209).

• Protection barrier in the work area with a speed
greater than 0.53 m/s.

• Cabinet controlled by microprocessor for easy
visualisation of the cabinet control parameters
(speeds, flows, plenum pressure, expulsion
barriers, etc…)

• The cabinet has an easy to use tactile panel with
a security key for control of white / ultraviolet
illumination, internal electricity connection, gas
valve and parameters

• Automatic electronic system regulating motor
speed to adapt to progressive filter saturation and
protection conditions.

Model BBC 700

• Alarms for detecting problems in the impulsion
system and the negative pressure protection
barrier and opening of doors.

• Illumination may be fluorescent >800 lux) or
ultraviolet.

• Working voltage 110-220 V. 50/60 Hz. Maximum
electricity consumption 6A (approx. 1300 w.).

• The cabinet includes U.V. light as a standard
feature; 110 and 220 volt electricity connection.

Optional accessories:
• Gas connection with electronically controlled

valve.
• Vacuum connection.
• Unit Support table.

• Connector decontamination by hydrogen
peroxide.
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TECHNICAL SPECIFICATIONS 425-BBC-700

❖ CLASS II Biological safety cabinet, according to EN 12469-2000 and also NSF 49 (Class II 

A2/B3) and BS 5726:2005.

❖ Large VFD display. Tha Cabinet, filter and UV working time, Inflow and down flow speed, 

and temperature, humidity)

❖ Ergonomically tested, thanks to the noise level is below 55 dBA below the level required by 

regulation 65 dBA. 

❖ Wide and curved armrests for comfort on the forearm in any position.

❖ Monotoriing and setting the clogging of filters by minimizing the cost of replacing them.

BIOLOGICAL SAFETY CABINET CLASS II A2

Model BBC 700
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TECHNICAL CHARACTERISTICS

BIOLOGICAL SAFETY CABINET CLASS II A2

Model BBC 700

MODEL BBC-700

Internal size (mm) 600 x 500 x 540 mm

External size (mm) 700 x 650 x 1230 mm

Transport dimensions 950 x 850 x 1430 mm

Weight 80 kg

Transportation weight 110 kg

Working area Zona de trabajo y superficie construida en acero inoxidable AISI 304

Control System Micropresador con memoria flash

Display LCD

Main Filter Filtro absoluto Hepa H14 con una eficación de 99,9995% mpps según normativa EN1822

Exhaust filter Filtro absoluto Hepa H14 con una eficación de 99,9995% mpps según normativa EN1822

Intake Airflow velocity 0,53 m/s

Laminar flow speed 0,33 m/s

Air Circulation 70%

Air Exhaust 30%

Front Sash Deslizamiento electrónico automático (cristal templado de seguridad)

Clean Level Clase 10 / ISO 4

Level noise <55 dB

Iluminattion 14W * 1

UV light 18W * 1

Normative NSF 49, UNE EN 12469, UNE EN 13485, EN 61010

Ref. Description

425-BBC-700 Biological Safety Cabinet  Type C10  mod. BBC-700

425-MESABBC700 Fixed table  710x580x820 mm (width x depth x height) with 30 mm tube for BBC 700 CABINS.
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