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ELECTRIC HEIGHT ADJUSTABLE BASE STAND

APPLICATIONS

• For Biosafety cabinet,, laminar flor 
cabinet, Fume Hood and other
laborattory equipment with need 
adjustable height base stand.

Cabinet

FEATURES

• Heavy load and Smart balance.

• Smooth running speed and low
noise.

• Concise and easy with nice
appearance.

• Low maintenance cost.

• Easy to install and disassemble.

• Max Adjustable route 400 mm.

• Width adjustable is customized.

• Multipurpose for laboratory
apparatus.

Height adjustable

Width adjustable customized
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ELECTRIC HEIGHT ADJUSTABLE BASE STAND

TECHNICAL SPECIFICATIONS

Códe Description

425-MESAREGALT ELECTRIC HEIGHT ADJUSTABLE BASE STAND

Control button Footmaster Caster Remote Control

MAX ROUTE (mm) 100 150 200 250 300 350 400

Height of Base Stand

Minimum (mm) 440 490 540 590 640 690 740

Maximum (mm) 540 640 740 840 940 1040 1140

Max Load 400

Load Speed 5 mm/s

Working Frequency 10%, max continuous working time is 2 minutes

Noise < 65 dB

Work Temperature (-)26º C   hasta  (+) 65º C

Material
Pedestal: 3.0 mm steel

Lifting Rod: Aluminium alloy

Power Supply AC220V(+/-)10%, 50/60Hz; 110V(+/-)10%, 60Hz

Controller Consumption 100 ---- 200 W

Caster Footmaster Caster

Applications For safety cabinet, laminar flow, fume hood and other laboratory equipment

ORDERING INFORMATION
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