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FUME HOOD

• FHP Series Gas Extraction Cabinets are designed
for modular laboratories where safe ventilation is
required, minimizing exposure to chemical
contaminants and their inhalation.

• Built in POLYPROPYLENE. The interior is built with
8 mm walls with excellent resistance to acids and
bases.

• Work area built with phenolic resin materials
highly resistant to chemicals.

• Manual folding acrylic front panel.

• The air swept by the front at a speed 0.3 – 0.8 m/s.
Includes special activated carbon filters and/or
absolute filters, depending on the contaminants to
be retained.

• Microprocessor-controlled cockpit to adjust speed
up to 5 levels.

• The cab is equipped with an easy-to-use LCD panel
for white illumination control and parameter
display.

• Centrifugal motor, adjustable speed and resistant
to acids and bases

Models FHP 70/100

• Working voltage 110-220 V +/-10%. 50/60
Hz.

• Maximum current consumption 2.3 A
(600w approx.) The unit alone consumes
150W max.

Optional accessories:

Optionally, the following components can 
be installed:

• Faucets
• Batteries
• UV
• Hepa filter

GENERAL SPECIFICATIONS
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TECHNICAL CHARACTERISTICS

FUME HOOD
Models FHP 70/100

MODEL FHP-70 FHP-100

Interior dimensions (mm) 680 X 606 X 688 980 X 606 X 688

External dimensions (mm) 700 X 700 X 1100 1000 X 700 X 1100

Maximum Aperture 640 mm

Maximum volume aspirated 230 m3

Extraction engine Centrifugal
Anti corrosion

Barrier Speed 0,3   ---- 0,8 m/s

Noise level </= 60 dB

Total weight (kg) 67 87

Material Built entirely in polypropylene of high resistance to chemicals.
Chemical-resistant phenolic surface

Control system Controlled by microprocessor
Display LCD Display
Output filter Carbon filter * 2
Optional accessories 1 x Power outlet (500W) + 1 water tank + Pool + 1 gas tap
Front glass Tilting acrylic in two parts

Suction enlarger on the bottom panel
Lighting LED 1 x 15 w
Exclusive consumption of the unit 150 W

Power 110 , 220 v, 50/ 60Hz± 10%

ORDER REFERENCES

Reference Description
425-FHP-70 Fume Hood Polypropylene Model FHP- 70
425-FHP-100 Fume Hood Polypropylene Model FHP- 100

http://www.tdi.es/

	Número de diapositiva 1
	Número de diapositiva 2

